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Meets UL 858 Sponge Wash Test

* Designed and manufactured to comply Splash proof style construction isolates
with UL 858 sponge wash test switching chamber S,

* Standard .187" quick connect terminals e Available in 3 industry standard colors -

. special colors available
* Meets IP 54 seal requirements P

. ¢ Various function symbols available
* 105° C temperature rating y

¢ [deal for lighting and logic start
applications

¢ | ow Cost - SPST circuit

ED .590+.010 [14.99+0.25 mm]
. )) |

Notes:
< 1) Switch is designed & manufactured to
28,09 Thorel \ / 2304.020 [5.84£0.51 mm] comply with UL 858 sponge wash test.
BOROBmm— 435210 [11.05:40.25 on) 2) Terminal Tab - .032" thk. x .187" wide.
— 3) High Gloss Switch Bezel.
— 4) Lamp lcon - Molded.
T 5) Switch is shown in the "ON" position.

6) Electrical Rating:
820,010 [20.8340.25 mm] 4A GP 125 VAC
.mol[zzfozmm] 60Hz 1E4 T105

Jj cfus M
v v N—
.670.010 [17.0240.25 mm] T
1494 [12.55 mm]
4 ] ? ~ PANEL PIERCING PART NUMBER SWITCH COLOR
i m [ﬂ [1{ 400 (10.16 mm] (Panemmk"ss-'037mm'/'140m::6+.ms [19.2%33mm] GRS-4211-0004 Black
e -.000 £ -0.00
1 2 { | GRS-4211-0005_| _White
| t GRS-4211-0006_| _Bisque
[=a—.745 [18.92 mm]-m={ 508 +005 9+043
oy ¢ + 508885 [129%3% mm]
of Switch |
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