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IGPA Series Anti-Vandal Switches

GW Industries

A Unit of Electro Switch Corp
Features and Benefits:

6A 125/250 VAC - 6A 3-48 VDC

Highest quality for the most demanding applications

Panel cutout diameter of: 19 mm - 22 mm - 25 mm - 28 mm P 4 \

IP68 rated

SPST - SPDT - DPST - DPDT
[lluminated with Ring, Spot or Power Symbol
Momentary or Latching
Nickel, stainless steel, or black anodized finish options
Raised, dome or Flat actuator options

CW 19mm to 28mm
Anti-vandal Switches

CW Industries 19mm to 28mm Anti-Vandal
Switches are IP68 rated, ensuring their suitability
for operation in harsh conditions and ability to
withstand potential malicious damage.

CW Industries / OSLO Switch » 130 James Way * Southampton, P.A.18966
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GPA Series Applications

The CW Industries Anti-Vandal switches are
designed to perform in a variety of security
applications for protection against accidental
or unauthorized access.

Industrial Equipment

Security Devices

Automation Controls

Medical Equipment

Communication and Broadcast Equipment
Instrumentation and Machine Controls
Farm / Construction

Elevators and Lifts

Transportation / RV

Food Preparation / Appliance

Mechanical Specifications

Mechanical Life 1,000,000 Cycles

Protection Level P 68

Lens Options Ring, Spot, Power Symbol
Operating/Storage Temperature: -20°C to 55°C

Electrical Specifications

Electrical Ratings 6A 125/250 VAC, 6A 3-48 VDC
Contact Resistance 50 mQ (max) initial

Insulation Resistance 100 MQ (min)
Dielectric Strength 500 VAC for 1 minute
Electrical Life 50,000 Cycles
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:?‘V;ERRINS(;MBOL Accessories Package
SPot Silicon O-ring Hex Nuts
Package Supplied with Switch

Panel Cutout @19 mm
(Panel thicknass : 14 mm MAX)

Panel Cutout @22 mm
(Panel thickness : 14 mm MAX)

GPA25 SERIES
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Panel Cutout @25 mm

(Panel thickness : 14 mm MAX)

GPA28 SERIES
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Panel Cutout @ 28 mm
(Panel thickness : 14 mm MAX)
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