THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO CW INDUSTRIES INCORPORATED AND ITS AFFILIATES. [T MAY NOT BE DISCLOSED TO ANYONE,
OTHER THAN CW INDUSTRIES PERSONNEL, WITHOUT WRITTEN AUTHORIZATION FROM CW INDUSTRIES INCORPORATED, SOUTHAMPTON, PENNSYLVANIA USA.

273 . Rating: 3A 125/250 VAC
5 Circuit Diagram (Momentary) 3A 3.48 VDC
I Contact Resistance: 50mQ(max.)initial
o\ ke ——Q/OM Insulation Resistance: 100MQ (min.)
@) % @) Actuator: Dome
COM Type: SPST, Momentary
@ @ Shell Material: Ni Plated Brass
—_— = _ ieaeatones pnkeda Electrical Life: 50,000 cycles
— V= [ Slonom Hexmis | Mechanical Life: 1,000,000 cycles
M = — © @ Operating Temperature: -25 ~ 55° C
PN; Mounting Size: 16mm
Laser__/ Accessories are not locked when shipped IP Rating: IP67
engraving [] Nut Torque: 5~14Nm
H H Cutout
0 Order Chart
LED Voltage
M1 6*1 0 Sorlias I ?ody Material
[GPAJ16]M[11]BIN[NIN]N| S| Terminal Type
LO. 2161 Bod; ' ’ ILED&Lems Color
Type Lens Style
© (/A V/] y(";ircuit Actuator S:ape
= Max panel thickness:
/ 8. 5mm MAX
. 2.8
NOTE:TOLERANCES UNLESS OTHERWISE SPECIFIED: + 0.5mm MASTER

PK-16M11BNNNNS-ANNA-CW

e INDUSTRIES | 0ate Drawn:DW 4101725 | Rev.1 | Unit: mm g;:eCKed
Southampton, Pa. 18966 | Title:  ANTI-VANDAL — %

1 Removed 3rd terminal in side view, from SPDT

PUSH BUTTON SWITCH GPA16M11BNNNNS to SPST. DW 5/7/25
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