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Max. Panel thickness:
10.85mm Max.

NOTE:TOLERANCES UNLESS OTHERWISE SPECIFIED: £ 0.5mm
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Circuit diagram

Rating: 3A 125/250 VAC

3A 3-48 VDC

Contact Resistance: 50mQ (max.) initial
Insulation Resistance: 100MQ (min.)
Actuator: Flat

Type: SPST, Momentary

Shell Material: Stainless Steel

ILLuminated Type: Ring

161

LED Color: Red

LED Voltage: 24V

Lens Color: Red

Electrical Life: 50,000

Mechanical Life: 1,000,000 cycles
Operating Temperature: -25°C~ 55°C
ILLuminating Life: 40,000 Hours
Mounting Size: 16mm

IP rating: IP65

Nut Torque: 5~14Nm

Series

Order Chart
LED Voltage
l lBm'fy Material

I
|[ePA [16[M[11[F]E[R[4]S[S | Terminal Type

|

Body
Type
Circuit Actuator Shape

I
LED & Lens Color
Lens Style

MASTER

e INDUSTRIES

Southampton, Pa. 18966
Tel 215.355.7080/www.cwind.com

Date Drawn: DW  1/27/25 | Rev. 2

Checked
By:

Unit: mm

ILLUMINATED
24V RED
ANTI-VANDAL SWITCH

Titte:

6. GuLDd
CW PIN:

GPA16M11FERA4SS

2 Added lens color & Updated PK#.
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1 Updated notes & removed description of LED color &
voltage chart. DW 3/8/26




