THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO CW INDUSTRIES INCORPORATED AND ITS AFFILIATES.

IT MAY NOT BE DISCLOSED TO ANYONE,

OTHER THAN CW INDUSTRIES PERSONNEL, WITHOUT WRITTEN AUTHORIZATION FROM CW INDUSTRIES INCORPORATED, SOUTHAMPTON, PENNSYLVANIA USA.
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Pin description
Accessories package
Silicon o-fing Hex nuts

NOTE: TOLERANCES UNLESS OTHERWISE SPECIFIED : £ 0.5 (mm).

PK-16M13FE11S-ANTB-CW
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Accessories are not locked when shipped

Rating: 3A 125/250VAC

3A 3~48VDC
Contact Resistance: 50mQ (max.) initial
Insulation Resistance: 100MQ (min.)
Actuator Shape: Flat
Type: SPDT, Momentary
Body Material: Stainless Steel
Actuator: Stainless Steel
Lens Style: Ring
LED Color: Red, Green, Blue
LED Voltage: 3VDC
Lens Color: White Transparent
Electrical Life: 50,000
Mechanical Life: 1,000,000 cycles
Operating Temperature: -25°C ~55°C
ILLuminating Life: 40,000 Hours
Mounting Size: 16mm
Protection Level: IP65,
Nut Torque: 5~14Nm
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ILLUMINATED
3V RED, GREEN, BLUE
ANTI-VANDAL SWITCH
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