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9 Rating:

oo oo 16(8) 125/250VAC

g g g g 3 25A 12 VDC

00 00 Dielectric withstand voltage: 1500VAC for 1 Minute
< Insulation resistance: DC 500V 100MQ (min.)

Contact resistance: 20mQ Initial (Max.)
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OTHER THAN CW INDUSTRIES PERSONNEL, WITHOUT WRITTEN AUTHORIZATION FROM CW INDUSTRIES INCORPORATED, SOUTHAMPTON, PENNSYLVANIA USA.

THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO CW INDUSTRIES INCORPORATED AND ITS AFFILIATES.
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Switch Assembly Shown: :
GRB224ANNNABA1 ORDER CHART
GRBX X X X X X X X X X X
POLE FUNCTION TERM. | ACTUATOR | MARKING | MARKING| ILLUMINATED | BASE | ACTUATOR ELECTRICAL ACTUATOR
TYPE TYPE COLOR TYPE COLOR | COLOR RATING STYLE
1 1Pole| 1 ON-OFF 1 Solder A N None |N None N None A Gray | A Gray | A 16(8)A 125/250V 1
2 ON-ON 3 Screw B (Std.) 25A12VDC 2
Pol Contact | Contact B Black
2 2Pole] 5 ON.OFF-ON | 4 QC .250 c Sales | Sales | Ref-Actuator g gl (std) 3
4 (ON)-OFF (6.3mm) D If Re If Re Chart. B 20{8)A 125/250V 4
5 {ON)-ON ' = 5 9 | Contact Sales ~T55
6 (ON}-OFF-(ON) £ If Regq. D 16A (6~30VDC)
7 (ON)-OFF-ON 55
¢ ON-(OFF)
9 ON-ON-ON
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Redrawn. Added PCB Mounting Holes. DW 12/20/24
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Redrawn. Updated all charts. DW 7/17/14
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