THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO CW INDUSTRIES INCORPORATED AND ITS AFFILIATES.

IT MAY NOT BE DISCLOSED TO ANYONE,

OTHER THAN CW INDUSTRIES PERSONNEL, WITHOUT WRITTEN AUTHORIZATION FROM CW INDUSTRIES INCORPORATED, SOUTHAMPTON, PENNSYLVANIA USA.

SPECIFICATIONS:

49 6£1.0-
Rating: 16(8)A 125/250VAC
LED 1: Red L( ~N LED 2: Blue 25A 12VDC
. i 0 O : Function. ON-OFF -ON DPDT
ens. .
Lens: White 4 g o _|—Lens: White Pos. 1 Pos. 2 Pos. 3
@ Contact Resistance; 20m{) max. (initial)
S 0 o Insulation Resistance: 100m{) min. (at 500V DC)
0 %) Dielectric Strength: 1,500V AC 50/60 Hz for 1 minute
\, - / Operating Temp.: -40°C to 85°C
Legend Color: Black Service Life: Mech?nically: 100,000 Opgration; min.
= PO Electrically: 30,000 Operations min.
SemE Water Proof. P67
POIS.1 { PO|S»_3 CeRs Base Color- Gray
Circuit: DPDT Actuator Color- Black
Insulation Materials: 84V-2 Thermoplastic
ON-OFF-ON Contact Materials: Copper Alloy
LED 1 Color: Red, LED 2 Color: Blue
Seal Gasket LED Voltage: 12VDC
Legends Color: Black
SWITCH FUCNTION Order Chart
cw POS.1 POS.2 POS.3 Seri F-__———t'
16(8)A 125/250VAC eries unction
IGRB|2|3]| 4| E |- Actuator Type
~ Date Code ON OFF ON ! .
Pole  Terminal Type
1-2,4-5 OPEN 2-3,5-6
8.3(T=0.8mrh) X,
Hi Mounting Hole | >
B
Z(PANEL THICKNESS)| X(CUTOUT DIMENSION) | Y(CUTOUT DIMENSION)
1.0~1.5mm 37.3f8‘1 mm 21.2°%" mm
2.5~3.0mm 37.5*8 Tmm 21.29" mm
Note: Tolerances unless otherwise specified: +/- 0.5mm 3.5~4 5mm 37.7*9 T ram 21207 mm
-\W&‘N&?‘ ! ifivﬁ Panel cutout dimension table (assembled together with Seal Gasket)
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