Rating | 10(8) 250V AC

Contact Resistance

50m ohm Max.

Insulation Resistance

DC 500V 100M ohm Min.

Dielectric Strength

AC 1500V 1 minute

Mounting Hole Circuit Diagram
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Operation Temperature

-25°Cc~85°C

Switch Function

6P DPDT ON-ON
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2.3 30.8-0.1 122.2+0.4

*MATERIAL:
Frame: Black, Nylon 66 (94V-2)
Actuator: Red, PC
Terminals: Silver plated, Copper alloy

o Waterproof Rubber: Silicone
L& *Waterproof: IP65
gu; Printed: White, hot stamping
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RoHS Compliant

R13-285C81-01-BR

2| Redrawn. Removed Logo & added order chart. DW 3/28/23.

1| Changed CW P/N from GRB285C8101BRES to GRB285C8101BR73. 1/20/15,

OTHER THAN CW INDUSTRIES PERSONNEL, WITHOUT WRITTEN AUTHORIZATION FROM CW INDUSTRIES INCORPORATED, SOUTHAMPTON, PENNSYLVANIA USA.

THIS INFORMATION IS CONFIDENTIAL AND PROPRIETARY TO CW INDUSTRIES INCORPORATED AND ITS AFFILIATES.
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ROCKER SWITCH | GRB285C8101BR73




