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) Mounting Hole Circuit Diagram
Rating 20A 125V AC
i . i
* ﬁ LED 2
Contact Resistance 50m ohm Max. X T? / -
Insulation Resistance DC 500V 100M ohm Min. ¥ 1 2 3 4 5 -
Dielectric Strength AGC 1500V 1 minute - B
. o o o T T L D2
Operation Temperature ~257C~85"¢C 075125 0 %6401
Switch Function 3P SPST OFF - ON Lamp Dependent | 1%-~20 | 210 fo‘ 368404
Lamp Type LED 125VAC w/Resistor G i
Material:
Frame: Nylon 66, black.
Lehs 1 Lens 2 Actuator: Nylon 66+33%GF, black.
— /Led 2 Lens 1: PC, black.
Led 1: None.

Lens 2: PC, green color.

Led 2: PC, green, smd led.

Terminals A2, A3: Silver plated copper.
Terminal A5: Brass.

Sealed: Standard switch provides to IP67.
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R—— Order Chart LED 2 Color
AR Series LED 1 Color !
Function Voltage
Rocker Type Legend Cireuit
Terminal Lens 2 Color
Frame Color Lens 1 Color
Tolerance: +/- 0.3mm Unless otherwise specified. Rocker Color
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