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. Mounting Hole Circuit Diagram
Rating 10A 28VDC
Y —
A
Contact Resistance 50m ohm Max. )‘(
Insulation Resistance DC 500V 100M ohm Min. \ A h & i
LED
Dielectric Strength AC 1500V 1 minute 12345
Thickness{mm) X {mm) Y {mm) 8 R

Operation Temperature -25°C~+85°C OT5~ 15 26401
Switch Function 3P SPST OFF - ON Lamp Dependent | 125-20 | 210 73" [ %8+01

20~30 370404
Lamp Type LED 24VDC wiresistor

Material:

Frame: Nylon 66 (94V-2), Black
Actuator: Nylon 8833%GF, Black
Lens 1: PC, Black

Lens 2: PC, Red
fens 1 Lens 2 Lamp type: LED Red 24V
LED ‘ Terminal: Silver plated copper
{Except lamp terminal)
Printing: None
Waterproof. 1P 67
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Order Chart
‘ Lens Color 1
Terminal Style Lens Color 2

Series ] i
{GRB292 [A[2]01| BIBIN[R[ 2}~ LED Voitage

Function

\-EPOXY ON BASE Actuator Style Actuator Color
Frame Color

Tolerance: +/- 0.83mm Unless otherwise specified.
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