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) Mounting Hole Circuit Diagram
Rating 21A 14VDC
i
Contact Resistance 50m ohm Max. ;
-3
Insulation Resistance DC 500V 100M ohm Min. ¥ L%D A LED
2
Dielectric Strength AC 1500V 1 minute 123 4 5
Thickness(mm) X {om) Y {mm) B + R
Operation Temperature | -25°C ~+85°¢C i o i -
Switch Function 5P SPST OFF - ON 1220 | 20" [Tmgaon
20~30 370401
Lamp Type LED 1 -12VDC 14V Independent wiresistor
Piyp LED 2-12VDC 14V Dependent wiresistor
MATERIAL:

Lens1 Lens 2
LED 1 LED 2

Frame: Nylon - 66 (84V-2), Black

Actuator: Nylon - 68 +33%GF, Black

Lens 1: PC, Amber, Transparent

Lens 2: PC, Green, Transparent

LED 1: Amber, Diffused

LED 2: Green, Diffused

Terminal: Silver plated copper
{Except Lamp Terminal)

Printing: None

Water proof. IP 67
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Order Chart
Lens Color 1
Terminal Style Lens Color 2
Series i
[GRB292 |A[3]|01|B|B|A|G[1}— LED Voltage

\-EPOXY ON BASE

Tolerance: +/- 0.3mm Unless otherwise specified.

R13-292A3-01-BBAG-12AG0400-1

Function
Actuator Style

|
Actuator Color
Frame Color
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