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Rating: 16(8)A 125/250V~ T55
Electrical Life: 10,000 cycles
Mechanical Life: 50,000 cycles
Contact resistance: 20mQQ Inital (MAX),
Insulation resistance: 500VDC - 100MQ (MIN).
Dielectric Strength:
(1) 1500VAC For 1 minute (Terminal to Enclosure)
(2) 500VAC For 1 minute (Terminal to Terminal)
% IP68 Rated (Above the panel)
15/32" -32 UNC 2A Actuator: Brass/Dull Nickel Plated

SWITCH FUNCTION
&
RN

~—15.8—~

—] CIRCUIT: SPDT ON ON
:g 16(B)A 126250V~ ON - ON 1.2 2.3
o~ 18A 30VIIC i
% 5 RS L)
O 1 go \Q/ ’ej@ t~ -\?/‘Q
A Date — —4.7(T=0.8) % - 3
™ Order Chart
Terminal Label
Seul'ies Type '}'ype 0.8
i
IGTBQ I B I 3] 3 | CI MOUNTING HOLE WITH KEYWAY
|
Lever Ptl:sition/
Type Function
y 02 -
NOTE: TOLERANCES UNLESS OTHERWISE SPECIFIED : 05 {mm), M ASTER
TB2-AB33-1C
. .. Checked
INDUSTR'ES Date Drawn: DW 6/25/24| Rev. 0 Unit: mm By: @. GuLD
Southampton, Pa. 18966 | Title: CW PIN:
Tel 215.355.7080/www.cwind.com TO G G L E SWl TC H GT82 B 33 C




