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Engineering Dimensions
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Latch Dimensions

F= Short Latches: .40"(10.2mm)
Long Latches: .51"(12.6mm)

E= Short Latches: .425"(10.80)
Long Latches: .573"(14.55mm)




Headers

Specifications and Ordering Information
Specifications YA @

» Contacts: phosphor bronze standard e Color: blue
 Contact Plating: 30y in. gold (in mating area)  Operating Temperature: -55°C to +125°C
over 50y in. nickel, standard; 10p gold (in mating area) « Current Rating: 1A (maximum) per contact

over 50y in. nickel, optional; 50y in. gold (in mating area)
over 50y in. nickel, optional

e Insulator Material: UL 94V-0 flame - retardant
thermoplastic ’

« Dielectric Withstand Voltage: greater than 500 Vdc at
sea level

* Insulation Resistance: greater than 5 x 10°ohms

 U.S. Defense Department Mil-DTL-83503/20, 21,
approved

How to Order Header Connectors
CWN-2O000-X-XXXX

Type of Connector ' Plating . .

3=polarized header 0021=30p gold (.|n rn_atlng area)

4=non-polarized header* over 50y in. nickel

" P (standard)

Polarizing ribs removed 0000=10y in. gold (in mating
area) over 50y in. nickel

Pin Configuration 0022=50y in. gold (in mating

0=right angle solder pins. area) over 50y in. nickel
.090" long Mil-DTL -83503 approved.

1=right angle solder pins CWN-3X2 versions only

.155"long

2=right angle wire wrap Latches

5=straight solder pins, 0=no latches
.090" long 1=short latches for non-strain

6=straight solder pins, relief sockets (.425") Number of Contacts
.155” long =long latches for strain relief (10, 14, 16, 20, 26, 34,

7=straight wire wrap pins sockets (.573") 40, 50, 60)



