
                                                                              Standard Side Actuated Slide Switch Parts List 
 
 

 

Item # Circuitry 
Switch 

Function 
Electrical 

Rating 

Actuator Style 
& 

Color 

Actuator 
Height 

Mounting 
Terminal 

Style 

G-386-0001 DP 3P ON – ON - ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self -
Supporting 

PC 

G-386-0020 DP 3P ON – ON - ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC 

G-386-0021 DP 3P ON – ON - ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.295 in. 

Non Self -  
Supporting 

PC 

GG-350-0000 DPDT ON - ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Mounting 
Ears 

Solder 

GG-350-0001 DPDT ON - ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Mounting 
Ears 

PC 

GG-350-0020 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.300 in. 

No Mounting 
Ears 

PC-W/Solder 
Shield 

Assembly 

GG-350-0028 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.300 in. 

No Mounting 
Ears 

PC 

GG-350-0031 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.300 in. 

Mounting 
Ears 

PC -
W/Solder 

Hole 

GG-350-3010 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Mounting 
Ears 

PC -
W/Solder 

Hole 

GG-351-0000 SPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Mounting 
Ears 

Solder 

GG-351-0001 SPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Mounting 
Ears 

PC - 
Staggered 

GG-355-0000 SPDT 
ON – (ON) 

Spring Return 

1.0 A @ 125 VDC 
 1.5 A @ 250 VAC 

3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC -W/Hole 

GG-372-0001 SPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC -
W/Solder 

Hole 

GG-372-0006 SPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.300 in. 

Self - 
Supporting 

PC -W/Hole 

GG-387-0001 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC -
W/Solder 

Hole 

http://www.cwind.com/sites/cwind/files/G-386-0001.pdf
http://www.cwind.com/sites/cwind/files/g-386-0020.pdf
http://www.cwind.com/sites/cwind/files/g-386-0021.pdf
http://www.cwind.com/sites/cwind/files/GG-350-0000.pdf
http://www.cwind.com/sites/cwind/files/gg-350-0001.pdf
http://www.cwind.com/sites/cwind/files/gg-350-0020.pdf
http://www.cwind.com/sites/cwind/files/gg-350-0028.pdf
http://www.cwind.com/sites/cwind/files/gg-350-0031.pdf
http://www.cwind.com/sites/cwind/files/gg-350-3010.pdf
http://www.cwind.com/sites/cwind/files/GG-351-0000.pdf
http://www.cwind.com/sites/cwind/files/gg-351-0001.pdf
http://www.cwind.com/sites/cwind/files/GG-355-0000.pdf
http://www.cwind.com/sites/cwind/files/gg-372-0001.pdf
http://www.cwind.com/sites/cwind/files/GG-372-0006.pdf
http://www.cwind.com/sites/cwind/files/GG-387-0001.PDF
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GG-387-0012 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC -
W/Solder 

Hole 

GG-387-0015 DPDT ON – ON 
0.5 A @ 125 VDC 
3 A @ 125 VAC 

Radius- 
 Knurled 

Black 
0.515 in. 

Self - 
Supporting 

PC 

        

        

 

http://www.cwind.com/sites/cwind/files/gg-387-0012.pdf
http://www.cwind.com/sites/cwind/files/gg-387-0015.pdf

